COMMUNITY DEVELOPMENT
PERMIT CENTER

SHOWER RECEPTOR (P5)

CITY OF BELMONT

2013 CPC 408

LINING MATERIAL
NAILING TO BE A MINIMUM

OF 1" (25.4 mm) ABOVE FINISHED DAM

OR THRESHOLD

Waterproof Membrane —
Lining Material for Subpan

Solidly formed sub-base to provide grade to
weep holes for lining matenal

Clamping Ring

(FUR OUT OR NOTCH
STUDS TO RECEIVE
LINING.)

Lining material at least 3 (76.2mm) above dam or threshoid.
Fur or notch stud to receive lining.

Fill with water to level of rough dam or
threshold for test.
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172° per foot (41.8mmvm).

Not less than 1/4" per foot (20.9mmvm), nor more than
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1024 Sq. In.

Test piug placed so that both upper and under sides
of subpan subject to test where it clamps to the drain.

Receptor lining must extend 3° (76.2mm) above top of
finished dam and outward on face of rough jamd

Receptor lining must extend
3* (76.2mm) above top of
finished dam and outward on
face of rough amd

Fur out or notch studs 1o
receve lining

Keep lining flush with face
of studs or furnng

fonar setting bed with approved

raterproofing additive

3*x 3" (76.2x 76.2 mm) 13 gage
welded steel mesh (or approved equal)
set approximately center of bed

Flange of approved type sub drain set exactly level

Firush height of dam to be
at least 2° (50 8mm) above
high pont of shower drain

e

with sub ficor with clamping ring or other device o

make tight connection with receptor lining

Minimum of 0.05 inch thickness strainer

Recaeptor lining tumed over dam anc
thoroughly tacked outside. No
punctures less than 1° above the
finished dam or threshold on the
intenor and top of dam or threshold

Receptor limng shall be
pached not less than 1/4°
per foot (20 8 mavm) to
weep holes in drain

Recaptor lining 3 layers of 15 b.
(6.8kg) asphaht saturated roofing
felt, each layer thoroughly mopped
with hot asphalt, all comers
thoroughly water ght by lapping
and flashing (or approved equal)
and reinforced with S0 b. (22.7kg)
tear strength, woven glass fiber
webbing hot mopped in place and
extending 4° (101.6mm) in all
directions from each comer
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